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GREAT CONTEST!
Win a £66
computer desk

QUIZ FOR SCHOOLS:
10 software packs

to be won

from BBC Radio

EDUCATION:
Getting children to
write with confidence

" CLASHING ROMS:
The software
solution

BUGGIES

SIX OF THE BEST

REVIEWS:
Two digitisers
to trace pictures

MICRO LIVEON TV:
Behind the scenes
with the Producer

®
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DOUBLE MEASURE...

Twice as much storage capacity on your present or proposed
discs.

The LVL true double density printed circuit board offers an
amazing 1,474,560 Bytes of on-line storage, on a twin 8
track double density drive. ; 3

Removed is the B271; (it is not capable of supporting double density). In it's
place, a small printed circuit board with a new disc controller and support

‘circuitry provides a much improved data retrieval.

This drastically reduces read errors by using a phased locked loop data
separator, which is superior to the standard window circuit.

Your BBC micro will now recognise the media density in the drive, and inform
you if it is correct. You may define what density you require, 40 or 80 track, and
which sides of the disc to use.

The device gives complete flexibility and comes with an Eprom containing
firmware; manual, and a 40/80 track utilities disc. On a dual drive it is simplicity
itself to copy existing software from single density to double density.

@ Double Density @ 40 or 80 track

® Automatically @ Own PCB with
checks for correct seperate 8Mhz
density clock

® No 8271 (Rare & @ Simple to fit
expensive) @ User definable

@ Utilities provided density

@ Defaults to single @ Phase lock loop
density on power data separator
up ’ circuit,

Scientific House,
Bridge Street, Sandiacre
Nottingham. NG10 5BA

Telephone (0602) 394000

AVAILABLE FROM ALL LVL DEALERS. (FOR FURTHER INFORMA TION TELEPHONE 0602 394000)






